	MATERIAL SAFETY DATA SHEET                          
	GOLD N SWEET PAN RELEASE




       IDENTIFY (TRADE NAME AS USED ON LABEL)   

VENTURA FOODS, LLC

_______________

 79513                                                       




Manufacturer




                MSDS Number*
40 POINTE DRIVE                                        

 




_____________________
Address






 CAS Number*

BREA, CALIFORNIA 92821
                       

 
 January 2009




______

 Date Prepared

(714) 257-3700                                     



 EDWARD K. WELLMEYER                                     

 
Phone Number (For Information)



 Prepared By*

(714) 257-3700                                                               
  
 Note: Blank spaces are not permitted.  If any item is

Emergency Phone Number           
Telex*


available, the space must be marked to indicate that.

	SECTION 1 - MATERIAL IDENTIFICATION AND INFORMATION


	COMPONENTS--Chemical Name & Common Names

(Hazardous Components 1% or greater, Carcinogens 0.1% or greater
	            Specific Chemical Identity
	OSHA  PEL
	ACGIH     TLV
	OTHER LIMITS   RECOMMENDED

	
	
	
	
	

	PROPANE /  ISOBUTANE
	CAS 68476-86-8
	unknown
	900 ppm
	

	Non-Hazardous Ingredients:  WATER, SOYBEAN OIL, LECITHIN, PRESERVATIVES, COLORING AND PROPELLANT.
	  
	


	SECTION 2 - PHYSICAL / CHEMICAL CHARACTERISTICS


	BOILING POINT      12°F Propellant 
	SPECIFIC GRAVITY (H20 = 1)    0.85

	Vapor Pressure

(mm Hg)                   45 +/- 5 PSIG @ 70°F
	Percent Volatile by Volume (%): 16 – 18%

	VAPOR DENSITY (AIR = 1)         Heavier than air
	EVAPORATION RATE (nBu0Ac = 1))    Slower than b-acetate

	SOLUBILITY IN WATER          NEGLIGIBLE
	

	APPEARANCE AND ODOR:   LIQUID UNDER PRESSURE


	SECTION 3 - FIRE AND EXPLOSION HAZARD DATA


	FLASH POINT AND  METHOD USED  
-114°F propellant. 
625°F concentrate
	EXPLOSIVE LIMITS: 

	LEL

1.8%
	UEL

9.5%


	EXTINGUISHING MEDIA   USE CO2 OR DRY CHEMICAL, WATER MAY BE INEFFECTIVE

	SPECIAL FIRE FIGHTING PROCEDURES   WEAR SELF CONTAINED BREATHING APPARATUS WITH A FULL FACE PIECE OPERATED IN A POSITIVE PRESSURE MODE.  WATER FOG MAY BE USED TO HELP COOL CONTAINERS TO HELP MINIMIZE PRESSURE BUILDUP.  VAPORS ARE HEAVIER THAN AIR AND MAY TRAVEL ALONG THE GROUND TO SOURCES OF IGNITION.

	UNUSUAL FIRE AND EXPLOSION HAZARDS  EXPOSURE TO TEMPERATURES OVER 120°F MAY CAUSE CANS TO BURST.  REPORTS HAVE BEEN MADE OF IGNITION FROM PILOT LIGHTS, HEATERS, ETCETERA AFTER VAPORS HAVE BEEN MOVED BY VENTILATING FANS.  EXPLODING CANS MAY TRAVEL GREAT DISTANCES SPEWING BURNING MATERIALS.

	Optional*  




	SECTION 4 - REACTIVITY HAZARD DATA


	STABILITY        

[X]  Stable      

[  ]  Unstable
	CONDITIONS
TO AVOID     NONE KNOWN


	INCOMPATIBILITY
(MATERIALS TO AVOID)          STRONG OXIDIZERS, HEAT AND IGNITION SOURCES

	HAZARDOUS
DECOMPOSITION OR BY PRODUCTS        OXIDES OF CARBON, NITROGEN


	HAZARDOUS POLYMERIZATION
[  ] May Occur

[X] Will Not Occur
	CONDITIONS TO AVOID: 

NONE KNOWN


	SECTION 5 - HEALTH HAZARD DATA


	PRIMARY ROUTES
OF ENTRY
	[X] Inhalation             

[ ]  Skin Absorption
	[ ] Ingestion               

[ ] Not Hazardous
	CARCINOGENICITY: NA     

NTP : NA

	LARC MONOGRAPHS : NA
OSHA REGULATED : NA


	HEALTH HAZARDS (ACUTE AND CHRONIC)
	EYE CONTACT CAN CAUSE PAIN AND SLIGHT CORNEAL INJURY, VAPORS IRRITATE EYES.  BREATHING MAY BE MILDLY ANESTHETIC, NARCOTIC EFFECTS MAY BE SEEN IN THE 5000-10000 PPM RANGE.  PROGRESSIVE​LY HIGHER LEVELS CAN CAUSE DIZZINESS, UNCONSCIOUS​NESS AND DEATH.  PROLONGED OR REPEATED SKIN CONTACT MAY CAUSE IRRITATION, DEFATTING.

	
	


	SIGNS & SYMPTOMS OF EXPOSURE  EYE CONTACT MAY CAUSE PAIN, TEARING, ITCHING, SWELLING AND/OR REDNESS.  INHALATION MAY CAUSE DIZZINESS, AND AT HIGH LEVELS UNCONSCIOUSNESS OR DEATH.  PROLONGED SKIN CONTACT MAY RESULT IN REDNESS, ITCHING AND IRRITATION.

	MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE   PRE-EXISTING DERMATITIS CONDITIONS MAY BE AGGRAVATED BY PROLONGED CONTACT WITH THE PRODUCT.

	EMERGENCY FIRST AID PROCEDURES    EYES:  IRRIGATE WITH FLOWING WATER AT LEAST 10 MINUTES.  HOLD LIDS OPEN AS IT HELPS PREVENT SCRATCHING AND MINIMIZE IRRITATION.  SEEK MEDICAL ATTENTION AS MATERIAL MAY BECOME IMBEDDED.  SKIN:  WASH WITH SOAP AND WATER.  CONSULT A PHYSICIAN IF IRRITATION PERSISTS.  INGESTION:  DO NOT INDUCE VOMITING.  CALL A PHYSICIAN OR POISON CONTROL CENTER IMMEDIATELY.  INHALATION:  REMOVE TO FRESH AIR.  IF NOT BREATHING, GIVE MOUTH TO MOUTH RESUSCITA​TION.  IF BREATHING IS DIFFICULT GIVE OXYGEN.  CALL A PHYSICIAN AS EXCESSIVE EXPOSURE MAY CAUSE IRRITATION TO THE UPPER RESPIRATORY SYSTEM.


	SECTION 6 - CONTROL AND PROTECTIVE MEASURES


	RESPIRATORY PROTECTION (SPECIFY TYPE)  
IF USING IN AREAS WHERE THE TLV IS LIKELY TO BE EXCEEDED, USE A NIOSH/MSA APPROVED RESPIRATOR.
	

	VENTILATION   : ADEQUATE
	LOCAL EXHAUST  NONE REQUIRED WITH NORMAL USE

	
	

	MECHANICAL (GENERAL)  ACCEPTABLE
	OTHER    NONE


	PROTECTIVE GLOVES   NONE REQUIRED WITH NOR​MAL USE.  PROTECTIVE GLOVES SHOULD BE WORN IF PRO​LONGED DIRECT CONTACT IS ANTICI​PATED.
	EYE PROTECTION 

NONE REQUIRED WITH NORMAL USAGE

	OTHER PROTECTIVE CLOTHING OR EQUIPMENT:
NONE REQUIRED WITH NORMAL USE

	


	SECTION 7 - PRECAUTIONS FOR SAFE HANDLING AND USE/LEAK PROCEDURES


	STEPS TO BE TAKEN IF MATERIAL IS SPILLED OR RELEASED:  SMALL SPILLS:  ABSORB WITH INERT MATERIAL AND DISPOSE IN TRASH.  LARGE SPILLS:  NOT LIKELY WITH AEROSOL CANS.  EXTINGUISH SOURCES OF IGNITION, VENTILATE AREA TO REMOVE PROPELLANT VAPORS.  BE CAUTIOUS OF LOW LYING AREAS WHERE VAPORS WILL ACCUMULATE.  DO NOT ENTER AREAS WITHOUT PROTECTIVE EQUIPMENT.  DO NOT ALLOW TO ENTER GROUND WATER OR SEWER SYSTEMS.  ABSORB WITH INERT MATERIAL AND PLACE IN WASTE DISPOSAL DRUMS.  REPORT SPILL IF REQUIRED BY SARA III.

	WASTE DISPOSAL METHODS:   WHEN DISPOSING OF UNUSED CONTAINERS, THE PREFERRED METHOD IS TO SEND TO A LICENSED RECLAIMER OR INCINERATION FACILITY CAPABLE OF HANDLING AEROSOL CANS.  DO NOT PUNCTURE OR INCINERATE WITHOUT THE PROPER EQUIPMENT AS EXPLOSIONS ARE LIKELY TO OCCUR WITH DISASTROUS EFFECTS.  IN ALL INSTANCES DISPOSE IN ACCORDANCE WITH FEDERAL, STATE AND LOCAL GUIDELINES.                       

	PRECAUTIONS TO BE TAKEN IN HANDLING & STORAGE:  STORE BELOW 120°F.  AVOID DIRECT SOURCES OF HEAT AND IGNITION.  CONSULT LOCAL FIRE MARSHALL AND INSURANCE REPRESENTATIVE FOR SPECIFIC STORAGE REQUIREMENTS IN YOUR AREA.

	OTHER PRECAUTIONS AND/OR SPECIAL HAZARDS:  DO NOT USE DEFORMED OR DAMAGED CANS.  KEEP OUT OF REACH OF CHILDREN.


  *Optional









 Forms\MATSAF

