	MATERIAL SAFETY DATA SHEET                          
	Advanced Performance
Pan Coating



       IDENTIFY (TRADE NAME AS USED ON LABEL)   

VENTURA FOODS, LLC




79531                                      



 

Manufacturer




                MSDS Number*
40 POINTE DRIVE                                        

 
 8001-80-7, SEE SECTION 1




Address






 CAS Number*

BREA, CALIFORNIA 92821
                       

 
 FEBRUARY 2010






 
 Date Prepared

(800) 421-6257                                     



 EDWARD K. WELLMEYER                                     

 
Phone Number (For Information)



 Prepared By*

                                                  




 Note:  
Blank spaces are not permitted.  If any item is

Emergency Phone Number           
Telex*


        
available, the space must be marked to indicate that.

	SECTION 1 - MATERIAL IDENTIFICATION AND INFORMATION


	COMPONENTS--Chemical Name & Common Names

(Hazardous Components 1% or greater, Carcinogens 0.1% or greater
	            Specific Chemical Identity
	OSHA  PEL
	ACGIH     TLV
	OTHER LIMITS   RECOMMENDED

	
	
	
	
	

	PROPANE
	CAS 68476-86-8
	900 ppm
	900 ppm
	

	ISOBUTANE
	CAS 68476-86-8
	900 ppm
	900 ppm
	

	Non-Hazardous Ingredients:  Vegetable Triglycerides, Mono & Diglycerides, Silicon Dioxide, Calcium Stearate, Flavor, Color, Propellant.
	  
	


	SECTION 2 - PHYSICAL / CHEMICAL CHARACTERISTICS


	BOILING POINT      -5.92°F 
	SPECIFIC GRAVITY (H20 = 1)    0.5498

	Vapor Pressure

(PSIG @ 70°F):   55 +/- 5 PSIG @ 70°F
	PERCENT VOLATILE BY VOLUME (%)    16 – 18%

	VAPOR DENSITY (AIR = 1)         1.8577
	EVAPORATION RATE (nBuO Ac=1)    Slower than b-acetate

	SOLUBILITY IN WATER          SLIGHT
	

	APPEARANCE AND ODOR:  Liquid under pressure


	SECTION 3 - FIRE AND EXPLOSION HAZARD DATA


	FLASH POINT AND  METHOD USED  
-131.09°F propellant
625°F concentrate
	EXPLOSIVE LIMITS 

	LEL

1.8%
	UEL

9.5%


	EXTINGUISHING MEDIA   USE CO2 OR DRY CHEMICAL, WATER MAY BE INEFFECTIVE

	SPECIAL FIRE FIGHTING PROCEDURES   WEAR SELF CONTAINED BREATHING APPARATUS WITH A FULL FACE PIECE OPERATED IN A POSITIVE PRESSURE MODE.  WATER FOG MAY BE USED TO HELP COOL CONTAINERS TO HELP MINIMIZE PRESSURE BUILDUP.  VAPORS ARE HEAVIER THAN AIR AND MAY TRAVEL ALONG THE GROUND TO SOURCES OF IGNITION.

	UNUSUAL FIRE HAZARDS  EXPOSURE TO TEMPERATURES OVER 120°F MAY CAUSE CANS TO BURST.  REPORTS HAVE BEEN MADE OF IGNITION FROM PILOT LIGHTS, HEATERS, ETCETERA AFTER VAPORS HAVE BEEN MOVED BY VENTILATING FANS.  EXPLODING CANS MAY TRAVEL GREAT DISTANCES SPEWING BURNING MATERIALS

	Optional*  


	SECTION 4 - REACTIVITY HAZARD DATA


	STABILITY        

[X]  Stable      

[  ]  Unstable
	CONDITIONS
TO AVOID     NONE KNOWN


	INCOMPATIBILITY
(MATERIALS TO AVOID)          STRONG OXIDIZERS, HEAT AND IGNITION SOURCES

	HAZARDOUS
DECOMPOSITION OR BY PRODUCTS        OXIDES OF CARBON, NITROGEN


	HAZARDOUS POLYMERIZATION
[  ] May Occur

[X] Will Not Occur
	CONDITIONS TO AVOID: 

NONE KNOWN


	SECTION 5 - HEALTH HAZARD DATA


	PRIMARY ROUTES
OF ENTRY
	[X] Inhalation             

[X]  Skin Contact
	[X] Eye contact               

[ ] Not Hazardous
	CARCINOGENICITY: NA     

NTP : NA

	LARC MONOGRAPHS : NA
OSHA REGULATED : NA


	HEALTH HAZARDS (ACUTE AND CHRONIC)
	Eye contact can cause pain and slight corneal injury, vapors irritate eyes.  Breathing may be mildly anesthetic, narcotic effects may be seen in the 5000 – 10000 ppm range.  Progressively higher levels can cause dizziness, unconsciousness and death.  Prolonged or repeated skin contact may cause irritation, defatting.

	
	


	SIGNS & SYMPTOMS OF EXPOSURE  Eye contact may cause pain, tearing, itcing, swelling and/or redness. Inhalation may cause dizziness, and at high levels unconsciousness or death.  Prolonged skin contact may result in redness, itching and irritation.

	MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE   Pre-existing dermatitis conditions may be aggravated by prolonged contact with the product.

	EMERGENCY AND FIRST AID PROCEDURES    Eyes: Irrigate with flowing water at least 10 minutes.  Hold lids open as it helps prevent scratching and minimize irritation.  Seek medical attention as material may become imbedded.  Skin: Wash with soap and water.  Consult a physicial if irritation persists.  Ingestion: Do not induce vomiting.  Call a physician or poison control center immediately.  Inhalation: remove to fresh air.  If not breathing, give mouth to mouth resuscitation. If breathing is difficult give oxygen.  Call a physician as excessive exposure may cause irritation to the upper respiratory system. 


	SECTION 6 - CONTROL AND PROTECTIVE MEASURES


	RESPIRATORY PROTECTION (SPECIFY TYPE)  
If using in areas where the TLV is likely to be exceeded, use a NIOSH/MSA approved respirator                                                            
	

	VENTILATION:           LOCAL EXHAUST  None required with                                                                               normal use
	MECHANICAL (GENERAL)  Acceptable          OTHER    NA



	PROTECTIVE GLOVES   

None Required With Normal Use.  Protective Gloves Should Be Worn If Prolonged Direct Contact Is Anticipated
	EYE PROTECTION 

None Required With Normal Usage

	OTHER PROTECTIVE CLOTHING OR EQUIPMENT:
None Required With Normal Use
	


	SECTION 7 - PRECAUTIONS FOR SAFE HANDLING AND USE/LEAK PROCEDURES


	STEPS TO BE TAKEN IF MATERIAL IS SPILLED OR RELEASED:  Small Spills: Absorb With Inert Material And Dispose In Trash.  Large Spills: Not Likely With Aerosol Cans.  Extinguish Sources Of Ignition, Ventilate Area To Remove Propellant Vapors.  Be Cautious Of Low Lying Areas Where Vapors Will Accumulate.  Do Not Enter Areas Without Protective Equipment. Do Not Allow To Enter Ground Water Or Sewer Systems.  Absorb With Inert Material And Place In Waste Disposal Drums.  Report Spill If Required By Sara Iii.


	WASTE DISPOSAL METHODS:   When Disposing Of Unused Containers, The Preferred Method Is To Send To A Licensed Reclaimer Or Incineration Facility Capable Of Handling Aerosol Cans.  Do Not Puncture Or Incinerate Without The Proper Equipment As Explosions Are Likely To Occur With Disastrous Effects.  In All Instances Dispose In Accordance With Federal, State And Local Guidelines.
                       

	PRECAUTIONS TO BE TAKEN IN HANDLING & STORAGE:  Store Below 120°F.  Avoid Direct Sources Of Heat And Ignition.  Consult Local Fire Marshall And Insurance Representative For Specific Storage Requirements In Your Area


	OTHER PRECAUTIONS AND/OR SPECIAL HAZARDS:  Do Not Use Deformed Or Damaged Cans.  Keep Out Of Reach Of Children



  *Optional









 Forms\MATSAF

